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NCRETE FILLED BLOCK
CELL OR T.C. OR B,
SEE FLOOR PLAN,

m(/ .
ST o [
CAULK:

S
s ! —
% /2" DRYWALL
\ CAULK
2°X4" P.T. BUCK
CAULK
it 1y o
TYPICAL WINDOW DETAIL
—/—

1"X 4" P.T. WOOD BUCK

WINDOW FASTENER AS PER
PRODUCT APPROVALS

/4" SHIM SPACER
PROVIDE CONT. CAULKING BEAD.

MARBLE SILL

1" X 6" WOOD NAILER

1-{1/4

1/2" GYP. BD,

ON PT FURRING
ON 8" BLOCK

CONCRETE SILL 8X8 W/1 #5

SILL

T ———— . 5/8" STUCCO

@ WINDOW AND DOOR BUCK DETAIL

® IF THE DESIGN PRESSUR
P.S.F., SECURE THE 2”
X 3 1/4” CORROSION

NTS.

ES IN THE WINDOW DOES NOT EXCEED 65
WOOD BUCK TO THE STRUCTURE USING 1/4"
RESISTANCE APPROVED CONCRETE ANCHORS
EDMENT OF 1 1/4” @ 16" 0.C. (6" FROM THE

ENDS) ON 3000 P.S.I. CONCRETE AND @ 16"0.C. (6" FROM THE

ENDS) ON ASTM C-90

® ALL 2"X WOoOD BU

PROPERLY CAULKED.

® REFER TO THE INSTALLATION

PRODUCT BEING
ENSURE PROPER

@ FILL VOID BETWEEN

BEING CAREFUL NOT
® APPLY A CONTINUOUS B

CHECK MANUFCT.'T

CONCRETE BLOCKS OR SECURE THE WINDOW
CTURE WITH 1/4"X3 1/4""CORROSION

CK END/OR 1"X3” WOOD SPACER SHALL BE

INSTRUCTIONS FOR THE SPECIFIC

INSTALLED AND SHIM, LEVER, AND SQUARE TO
OPERATION.

WINDOW AND WOOD BUCK WITH INSULATION,

TO BOW WINDOW FRAME.
EAD OF URETHANE SEALANT AROUND WINDOW,

RECOMMENDATIONS FOR SURFACE PREP.,
APPLICATION, AND INSTALLATION. ‘

1-1/2"X1-1/2" WOOD CONTINUOUS (3%-55 GA) W/(1) TAPCON
BY ITW/BUILDEX 1/4" X 2-1/2" MIN. EMB. @ 16" O/C MAX.
AND ATTACHED TO WOOD TRUSSES W/(2) SELF DRILLING

5/8" DRYWALL

W/ DRYWALL SCREW
#10-16 @ 6" O/C

@ EACH METAL STUD

LIGHTING FIXTURE

MM

SOFFIT DETAIL

SCALE: N.T.S.

1]

T GYPSUM BOARD SOFFIT

3/4" PLYWOOD TOP W/EDGE
BAND

3/4" X 2 1/2" HARDWOOD
BACK WEB FRAME
FASTENED TO STUDS

T~ 14" PLYWOOD BACK

T 3/4" PLYWOOD DOOR

W/EDGE BAND ON ALL 4
EDGES. FINISHBOTH SIDES

~~ RECESSED SHELF

STANDARDS

\ 3/4" PLYWOOD SHELVES 1"
IF OVER 3'-0" WIDE.,
PROVIDE EDGE BANDS
FRONT AND BACK

. 24“

3/4" OR 1" PLYWOOD
COUNTERTOP

3/4" PLYWOOD BACKSPLASH
(OPT))

3/4" X 2 1/2" HARDWOOD
WEB FRAME (TYP.)

107

X

1/2" HARDWOOD DRAWER
BACK
3/4" HARDWOOD DRAWER
STOP

/HARDWOOD WEB FRAME

i

1/4" PLYWOOD DRAWER
— BOTTOM

— 1/4" PLYWOOD BACK

3/4" HARDWOOD STOP
FRAME

LINE OF STOP FRAME

T 3/4" PLYWOOD SHELF. 1"
- IF OVER 3-0" WIDE.

PROVIDE EDGE BANDS

FRONT AND BACK

¥ — REGESSED SHELF

TANDARDS
3/4" PLYWOOB DOO

W/EDGE BAN

w
o)
w

EDGES. FINISHE
SIDES

FASTENERS BY TEKS #10-16 X 1/2" PAN #0
FAST
e WOOD TRUSS
| e i
O 0
) o
11/2" STUD _
#7; 16" O/C MAX. -
(1) SELF DRILLING I
FASTENERS BY TEKS #10-16 5/8" DRYWALL
X 1/2 PAN#2 W/ DRYWALL SCREW
@EVERY CONNECTION (TYP)) . s #10-16 @ 6" O/C
, @ EACH METAL STUD
o O/, o]0 |

SECTION THROUGH BASE AND WALL CABINETS

SEALANT ‘/

11/4"

SEALANT

8"

DOOR —————

SEALANT x

1/2"
e

WALL

=

2n

/’ TILE FINISH

—

\—SEALANT '

FRENCH DOOR DETAIL

@

NT.S.

HEAD TRACK

é%

//J

MECHANICALLY FASTENED

STUD
RUNNER/TRACK

MIN. ONE
SCREW EACH
FLANGE

WELDS, AS
REQUIRED

WELDED CONNECTION

TRACK CONNECTION DETAIL

WALL INTERSECTION

CLIP WITH FRAMING
FASTENERS AS SCREWS AT EACH
REQD (EACH TRACK AS SHOWN
SIDE)
D RUNNER STUD

TOP-BOTTOM PLATE SPLICE DETAIL

MECHANICALLY FASTENED

WOOD BASE PLATE
NAILED TO WOOD
RUNNER

GYPSUM WALL
BOARD

WOOD RUNNER

TRACK SECURED
TO RUNNER

Q

WOOD BASE
PLATE NAILED TO
WOOD RUNNER

N
N

NAIBLE BASE DETAIL

OPTIONAL DETAIL RELATED TO OWNER FINISH SPECIFICATIONS

TOP TRACK

r METAL STUD
L

8/ CRIPPLE STUD

CLOSURE TRACK
e EXTENDED

d ABOVE OPENING

AS REQUIRED

FOR STRENGTH

\

()

MULTIPLE STUDS,

| |———BACK-TO-BACK,
AS REQUIRED

S\

BOTTOM TRACK

FASTENERS, AS
REQ'D, THROUGH
BOTTOM TRACK AT
EACH JAMB STUD

DETAIL A/S-1

STEEL STUDS PER WALL TYPE, SCREWS AS REQUIRED PER CODE, TYP.

PRE MANUFACTURED
MANUFACTURES SPECIFICATIONS

”/;/7(“7
CEILING

SUPPORT ATTACHED TO TRUSSES,
TRIM MOLDING

CEILING ACCESS HATCH

ATTIC ACCESS INSTALL AS PER

SIDE OF

5/8" (TYP.) X G.BD ON EACH -
PARTITION

3-5/8" METAL STUDS,
AT 24" O.C.(TYP)

RUNNER FASTENED

WITH SCREWS TO
STRUT STUD e

WOOD STOP

DOOR

\_CEILING LINE

3-5/8" TOP RUNNER
25 GA.)

DECORATIVE
CASING

WOOD DOOR HEAD

J

WOOD BLOCK SECURED
TO STUD TO FILL
STUD VOID

DIMENSIONAL LUMBER
AS NEEDED TO
SECURE CABINETS.
SECURED TO FRAMING.
WITH SCREWS AS
REQ'D BY CODE

U / | \ FASTEN TO BLOCKING
~ h

AS REQD

CABINET BACKING DETAIL

METAL, TRACK OR STRAPPING MAY ALSO BE USED FOR BACKING

CONCRETE

© O

WIDTH |

| [
—
M),
- ) LENGTH |

STRUCTURE

TYP. T-BAR SPACING
(CENTER TO CENTER)

Light Fix. @ T-Bar

3”=1 ,_O”

WIDTH: 24" 36" 48"
LENGTH: 24",36” 48"

CEILING DETAILS
N.T.S.

s e

DETAIL B/S-1
WALL CORNER DETAIL

NOTE:
WHEN INSTALLING DRILLED~IN

ANCHORS AND/OR POWDER DRIVEN

VERTICAL HANGER WIRE

&

= 12GA. METAL CLIP

T 12GA. HANGER WIRE @

3l’=1 l_o”

STEEL STUDS PER WALL TYPE, SCREWS AS REQUIRED PER CODE, TYP.

CONDUIT
(SEE ELEC. DRWGS.)

& CONNECTOR

NO LESS THAN 3 TIGHT
TURNS WITHIN A DISTANCE
OF 1-1/2"

WIRE FIXTURE SUPPORTS:
FASTEN TO FIXTURE
HOUSING — REFER TO CLG.
NOTE #11 THIS SHT. —

(4-WIRES WHEN REQUIRED)

WIRE SUPPORT AT MAIN
RUNNER (ALL 4 CORNERS)

K.0.’S
RETAINER CLIP
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PROPOSED TENANT SPACE TOBF USED LIKE ANMAL LN

[ ANIMAL CLINIC

2134 SW 67 AVENUE
MIAMI, FL 33155
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